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Magnetic Encoder Installation



Mounting the Magnetic Encoder Unit
I. Overview

This section explains the procedures for mounting optional units to

II. Mounting the magnetic
The following shows how to mount the magnetic R/W unit to the printer.

1. Mounting magnetic R/W unit to the main body
Note: Before you begin, make sure that the magnetic R/W unit package includes the following parts:

◇M3×8 double sems screw: 1

◇Ferrite core: 1

(1) Turn the power switch off and unplug

(2) Open the front cover and remove the

(3) Remove the two M4x8 binding screws

(4) Open the right cover to remove the cable
Run the thin cable through the clamp and r

(5) Open the top of the magnetic R/W
Do not touch the head, rubber roller,

5. Mounting
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for mounting optional units to the PR-C201 Card Printer.

     encoder (magnetic R/W unit)
magnetic R/W unit to the printer.

Mounting magnetic R/W unit to the main body
, make sure that the magnetic R/W unit package includes the following parts:

Turn the power switch off and unplug the power cord, USB cables, and the like.

the two black M4x5 hinge screws from the right-hand side.

two M4x8 binding screws below the right cover.

Open the right cover to remove the cables installed in the back by unhooking the clamp (shown in the circle).
cable through the clamp and re-hook the clamp.

magnetic R/W unit by pressing the lever (shown in the circle) in the direction of the arrow.
head, rubber roller, or belt parts of the R/W unit.

Belt

Rubber roller

Thin cable

ClampClamp
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, make sure that the magnetic R/W unit package includes the following parts:

mp (shown in the circle).

the direction of the arrow.

Rubber roller

Head

Thick cable



Mounting the Magnetic Encoder Unit

(6) Place the thick printer cable into the

(7) Plug the large and small connectors of the two cables into
magnetic R/W unit.
Plug in the small connector first.

(8) Close the top of the magnetic R/W unit.
the arrows) into the mounting rail o
Press the plates into the frame along with the rail.

(9) Insert the dowels (shown in the circle) on
holes on the lower portion of the

PR-C201

printer cable into the hollow of the provided ferrite core and c

Plug the large and small connectors of the two cables into the ports (shown in the circle) of the

the small connector first.

of the magnetic R/W unit. Then, insert the plates on both ends of the unit (indicated by
) into the mounting rail on the right and left sides of the printer frame (shown in the circle).

Press the plates into the frame along with the rail.

dowels (shown in the circle) on the lower portion of the printer frame through the
holes on the lower portion of the magnetic R/W unit.

Dowels

(1) Small connector

(2) Large connector

Ferrite core

Large cable
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and close the core.

(shown in the circle) of the

ends of the unit (indicated by
of the printer frame (shown in the circle).

lower portion of the printer frame through the round

Dowels



Mounting the Magnetic Encoder Unit

(10) Screw the provided M3x8 double sems screw

(11) Run the unused length of the thick and thin
circle) and close the hook to fix

(12) Close the right cover and replace

2. Setting optional connection mode items
Checking the connection status of
For operation panel operating instructions

(1) Checking the connection
The card printer automatically detect
turned on.
Use the operation panel to check
[Option Mode] >> [Magnetic Encoder]

[*.** ISO (MD)]: ISO standards ("*" indicates version)
[*.** JIS2 (MB)]: JIS2 standards (
[DISCONNECT]: magnetic encoder not connected

(2) Setting the coercive force of the magnetic card
Set the appropriate coercive force for the magnetic card to be used.
[Option Mode] >> [Magnetic Encoder]

When writing with Lo-Co: [LOW
When writing with Hi-Co: [HIGH
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M3x8 double sems screw into the hole between the dowels.

unused length of the thick and thin cables through the magnetic R/W clamp (shown in the
to fix them into place.

replace the screws in the covers.

Setting optional connection mode items
of the magnetic encoder and setting the coercive force

operating instructions, see “2. Manipulating the Operation Panel

on status of the magnetic encoder
utomatically detects the connection status of the magnetic encoder when the power

heck the standards of the connected magnetic encoder.
Magnetic Encoder] >>
ISO standards ("*" indicates version)

standards ("*" indicates version)
magnetic encoder not connected

coercive force of the magnetic card
coercive force for the magnetic card to be used.
[Magnetic Encoder] >>

[LOW (Lo-Co)]
[HIGH (Hi-Co)]

Clamp (magnetic R/W)
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the dowels.

the magnetic R/W clamp (shown in the

coercive force.
Operation Panel”.

of the magnetic encoder when the power is

magnetic encoder.

Clamp (magnetic R/W)




